DTR JL CC TRACTION CONTROL SYSTEM INSTALLATION INSTRUCTIONS - For
1986~2006 Gas or Electric Club Car Models with the Kawasaki Transaxle Assembly

Thank you for purchasing this quality product from Buggies Unlimited. This Traction Control System (TCS) you have
purchased is designed to function much like a limited slip differential system. It does not provide an absolute differential
lock, but transfers torque to the rear wheels equally, while allowing enough slippage to prevent steering issues normally
observed with differential lock systems. (TCS - Patent pending)

Due to the size of this project, some steps have been abbreviated or skipped altogether. It is recommended that you refer to
your cart manufacturer’s service manual for detailed rear axle assembly removal, disassembly, reassembly and installation
instructions. Please read and understand these instructions carefully before starting this project. The additional time required
will help you to fully understand the scope of the job ahead.

CAUTION:

Always disconnect the negative (-) cable from the batteries before beginning.

Always support your cart on Jack Stands rather than a floor jack

Always wear eye protection when working on your vehicle.

Always clean up gasoline or oil spills immediately and properly dispose of gasoline or oil soaked rags

TCS Installation:
Rear differential must be removed from transaxle prior to TCS installation. Consult the technical manual for your

vehicle for instructions on removing the differential.

1. Using a press or vise, gently press the friction rings into the machined grooves on the outer face of both
TCS case halves. Figure 1

Figure 1

2. Unbolt the 13mm bolts holding the ring gear to the differential and securing the two differential case
halves together. Figure 2
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