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Remove all plastic rivets from floor mat. 
Retain hardware. Remove floor mat.

light kit
will fit YAMAHA® Drive®

installation instructions

02-080

Lift plate from floor to expose pedal assembly.
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02-015 / 02-022

Light Kit 
will fit YAMAHA® DRIVE®

installation instructions 

Remove all plastic rivets from floor mat. 
Retain hardware. Remove floor mat.

Lift plate from floor to expose pedal assembly.

headlights & taillights harness

 Revised December 2014

Phillips Head Screw Driver
Cutting Tool 
Sandpaper
Power Drill
15/32 Drill Bit

2 Headlights
2 Tail Lights
Wiring Harness
Fasteners
Straps
Rocker Switch

tools needed:included:

Madjax recommends professional installation. If you choose to not have this product installed 
by a professional, we highly recommend that you exercise caution, care, and patience when 
installing this product as it involves drilling holes into your cart’s body.
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Route wiring harness through pedal 
assembly area to areas for headlights and 
taillights. Route wiring harness through 
dash to mount headlight Rocker Switch.

IMPORTANT: Route wiring harness in 
such a way to prevent it rubbing against 
or being pinched by moving parts (e.g., 
suspension). When routing the harness to 
the rear of the vehicle, tuck the harness 
into the routing well that runs into the 
battery compartment and use opening in 
the front of the battery compartment.

Cut out templates. 

IMPORTANT: You MUST cut all lines on 
the templates. This will give the necessary 
guides for aligning the templates with the 
cotours in the vehicle’s bodywork.

Align template to front cowling contour us-
ing the lower edge of the cowling as shown. 
Trace the inside of the cutout to mark the 
headlight position using a permanent mark-
er. Once right side cutout is traced, flip the 
template over and mark the left side.

Drill pilot holes on the INSIDE of the marks as 
shown

USE LOWER EDGE

Routing well
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Cut the cowling using a rotary tool fit with a bit 
specifically made for cutting plastic.
IMPORTANT: Cut the cowling to the inside of 
the mark.

Place headlight assemblies into cutouts and 
attach to wiring harness. Fasten headlight 
assemblies to cowling using the supplied 
fasteners.

Mark the rear cowling using the supplied 
template. Align the template to outermost of 
the edge closest to the vehicle’s center, as 
shown.

Drill a pilot hole. Cut out rear body for 
taillight and use sand paper to clean the 
edges.

From the cart’s CENTER, use 
OUTERMOST edge of the contour



14

Zip Tie Locations (location at right 
of photo is behind brake pedal)
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Route wiring harness behind rear 
fender wells.  Connect tail light to wiring 
harness and mount to cowling using 
supplied fasteners.

NOTE: To tell the left tail light assembly 
from the right tail light assembly, the 
smallest indentation in each tail light 
assembly surround will be towards the 
vehicle’s CENTER.

Secure the wiring harness to vehicle using 
the supplied zip ties as shown.

IMPORTANT: Fasten the wiring harness to 
frame members in the front of the vehicle in 
order to prevent the harness from making 
contact, rubbing, or being pinched by 
moving parts, such as the suspension. 

Tie the wiring harness to the main 
harness at the back of the battery 
compartment as shown.

Attach harness to rocker switch as shown.

Using a 15/32’’ drill bit, drill out the hole for 
the rocker switch.*Drill gently. Remove nut 
from rocker switch, feed switch through 
the drilled hole. and tighten with nut.

Load - 12v(+) constant (Blue)
Supply - 12v(+) switched (Red)



15IMPORTANT: The cart’s battery pack configuration will determine how the wiring harness is connected 
to the battery pack.

If your cart is equipped with FOUR 12V batteries, connect the wiring harness across one battery as 
shown below.  

If your cart is equipped with SIX 8V batteries, you will need a 16V to 12V voltage reducer.  
In this case, you will connect the voltage reducer across TWO of the 8V batteries, and then connect the 
wiring harness to the appropriate connections on the voltage reducer.

Yamaha® Drive® with 12V Battery Configuration

Terminals

installation complete

E-Z-GO®, E-Z-Go® TXT®, and E-Z-Go® RXV® are registered trademarks of Textron Innovations, Inc. Club Car®, Club Car® Precedent®, and Club Car® DS® are registered 
trademarks of Ingersoll Rand, Inc. Yamaha®, Yamaha® Drive®, G-14®, G-16®, G-19®, and G-22® are registered trademarks of Yamaha Golf-Car Company. Any reference 
to Club Car®, E-Z-Go®, or Yamaha® or their associated trademarks, word marks, and products are only for purposes of identifying golf carts with which this GTW product 
is compatible. GTW products are aftermarket parts and are not original equipment parts. GTW is not connected to, affiliated with, sponsored by, or endorsed by either 
Textron Innovations, Inc., Ingersoll Rand, Inc., Yamaha Golf Cart Company, or any of their parent or subsidiary companies.


